
4677_0210

Health Reactivity

Flammability

Personal Protection

HMIS RATINGS

HIGHLIGHTS

SAFETY CAUTIONS

This molibdium based lubricant for chains 

and cables will not sling off at high 

speeds. The unique solvent carrier 

system allows Hi Speed Chain and Cable 

to penetrate into the biggest cables and 

inhibit corrosion inside the cable.

DIRECTIONS

Shake well. Surface to be sprayed should 

be clean and dry. Remove protective 

cap. Hold container 6 to 12 inches from 

surface to be treated. Point opening in 

desired direction and spray.

TYPICAL PROPERTIES

l Does not sling off

l Penetrates

l Lubricates

l Inhibits corrosion

l Keep out of reach of 
children.

l Contents under pressure. 
Do not expose to heat or 
store at temperatures 
exceeding 120° F. Do not use 
near sparks or open flames. 
Do not puncture or 
incinerate container. Wrap 
empty container and put in 
trash collection.

l Refer to M.S.D.S. for 
additional safety information.

l Specific Gravity: 0.855  

l Propellant: Hydrocarbon  

l Spray Characteristics:
Coarse Spray

l Appearance: Dark Liquid 

l Odor: Solvent 

l Net Weight: 12.5 ounces
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AERO® brand aerosols  

are the finest available 

anywhere. A full range 

of solutions, from 

cleaning, to pest control. 

No other products can 

match our standards or 

our commitment to 

quality.
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ae
ro distributed by:

C H E M I C A L C O M P A N Y

aero
a division of:
ABC COMPOUNDING CO., INC.
Atlanta, Georgia  Dallas, Texas
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Hi Speed Chain
and Cable
ª penetrates into cables & chains

ª protects against friction, wear,
rust and corrosion
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